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Abrahami Drill 

Guide Kit.
MK-0011

The Abrahami Drill Guide Kit has been designed to 
enable the dental surgeon to accurately locate and 
drill the holes of two or more consecutive implants with 
optimal spacing, angulation and parallelism.

Paralleling Pins
These are dual diameter pins 
where half of their length 
is 2mm and half is 2.8mm. 
They enable the surgeon to 
visualize the implant position 
and angulation.

There are 4 different blocks:
Short and thin:
10mm length, 2mm diameter

Short and wide:
10mm length, 2.8mm diameter

Long and thin:
16mm length, 2mm diameter

Long and wide:
16mm length, 2.8mm diameter

Extension Arms

Short

Medium

Long

There are 3 different extension arms:

6 to 8 mm from the centerline of the 
central block to the holes in the free 
end of the extension arm.

9 to 11 mm from the centerline of the 
central block to the holes in the free 
end of the extension arm.

12 to 14 mm from the centerline of the 
central block to the holes in the free 
end of the extension arm.
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Optimal parallelism
Guides and ensures complete 
vertical parallelism between 
the implants.

The stabilization system

The extension arms

Optimal spacing

Optimal angulation

Located within the top of the block and 
consists of a screw (top) and a spring-
loaded ball (inside). It allows the extension 
pin to be gradually stabilized at the desired 
length and inclination.

Permit variable bucco-lingual inclinations 
and mesio-distal locations relative to the 
central block. In the extension arm’s free 
end are 2 holes for 2mm and 2.8mm drills 
in perpendicular planes.

Optimal spacing enables the surgeon to 
locate the holes for the planned implants with 
the required inter-implant distance.

Screw

Spring

Ball

Location pin

Optimal angulation enables the surgeon 
to drill in the most advantageous 
bucco-lingual angle possible, within 
anatomic limits.

Before cleaning, the location pins have to be 
separated as follows: screws, springs, balls and 
pins. Cleaning and drying the parts is essential 
for the good functioning of the system. This will 
avoid erosion of the parts.

Location Pins  Ø2mm

Location Pins  Ø2.80mm

Extension Arms

Paralleling Pin 20mm

Short 10mm

Short 10mm

6, 7, 8mm

9, 10, 11mm

Short 16mm

Short 16mm

12, 13, 14mm




